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PCB manufacture technology: minimum 30um Line width/ Line Spacing

Output:                      Up to 190 pcs/hour (according to actual application requires); calculate at 24” x 18” (610mm x 457mm) panel size
Panel Size (max.):             30” x 24” (762mm x 610mm)

Panel Thickness:              1 – 200mil (0.025 – 5mm)

Panel Type & Design:         All kinds of inner & outer layer; including Signal, mixed layer, Power Ground, Grid, Laser drilling

Deduction Materials:          All kinds of Copper foil, Copper plating, Dry Film Panel (optional), Teflon & Ceramics (optional), Gold plating, and Diazo Film

Defect Type:                  Open, Short, Circuit, Nick, Protrusion, Pinhole, island, Indentation, Line & Space width violation, Annular ring violation, Miss Feature point
Reference Document Source:  CAM

Panel Registration Method:    Alignment scam                           
Operation System:            Window XP
Verification Mode:            immediate online verification, Offline verification
Equipment Dimensions            Orion 3G                     
Height                          68.5” (174cm)
Width                           71.7” (182cm)
Length                          68.1” (173cm)

Weight                          850Kg

Power                           100/240 VAC; 50/60 Hz; 2.5Kw

Compressed Air                     6 ATM, 1 l/min

Temperature and Humidity:           22 ± 3℃; 50 ± 10%RH

Function Options
CRS /CRG                        Offline data work station

Low light contrast materials        DSTF, secondary treating copper foil and other low light contrast materials
Laser Drilling Detection            Can detect Conformal Mask and laser drilling panel
